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KVA | MODEL Al AB B| BB| AA|nixK| HA H| HD| LB| ad N P D E F| GD G C T S| HB| LA| AD
63 |SL225VS| 356| 426| 220| 260| 70[4X19| 18| 225| 615 678| 558({511.2| 558| 65| 105| 18| 11| 58| 188 31| 31 265| 356| 425
75 | SL225S| 356| 426| 220 260| 70[/4X189| 18| 225| 615| 700| 558|511.2| 558| 65| 105 18] 11 58| 188| 31| 31| 265| 356| 425
83 | sLeesm| 356| 426| 240| 280| 70l4x19| 18| 225/ 615| 730| 558/511.2| 558/ 65| 105/ 18| 11| 58| 188 31| 31| 265| 356| 425
110 | sLeosL| 3s6| 426| 255| 295| 70|6X19| 18| 225| 615| 800| 558|511.2| 558 65| 105| 18| 11| 58| 188| 31| 31| 265/ 356| 425

VOLTAGE : 415V, SPEED:

PROTECTION: DRIP PROOF - IP21S, ALTITUDE < 1000M, AMBIENT TEMP: <40°C

DUTY: CONTINUOUS

1500 RPM, FREQUENCY: 50 Hz, INSULATION: CLASS H/H

FRAME CONTINUOUS DUTY MOTOR STARTING | CENTRE HEIGHT | WEIGHT
kVA kWA CAPACITY (kVA) mm Kg

SL 225VS 683 50.4 150 225 335

SL 2258 75 60.0 185 225 340

SL 225M 83 66.4 205 225 350

SL 225L 110 88.0 260 225 440

**Note: Data subject to change due to constant upgradation of the product

KEL Electrical Machines Ltd.




